
SENTINEL - S3  VPT Specification
SMPB-1T20 / SMPB-5T20 / SMPB-ET20

Form SMPB-1T20-5T20-ET20

Moniteur
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36 Commerce Road ,  Ceda r Grove ,  N J 07009   Te l .  ( 973 ) 857-1600  Fa x  (973 ) 857-7289
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General Specifications

IP/Type Rating IP66 / IP67 / 4X
Housing / Cover Aluminum 360
Indicator Cover Ektar
Seals BUNA-N
Fasteners Stainless Steel
Terminal Points 8
Weight 4.25 lbs.

Wiring Diagram

How To Specify

Valve position transmitter shall be Moniteur model SMPB-1T20 / SMPB-
5T20 / SMPB-ET20. Enclosure shall be aluminum with a polyurethane 
coating and rated TYPE 4X and IP66 / IP67. Visual indicator shall be 
Green/Red and have a 0-100% digital display with full set point 
adjustability. Indicator cover shall be sealed with an O-ring. Enclosure shall 
have captive cover bolts. Enclosure shaft shall be attached to a bronze 
housing bearing with an internal stainless steel locking ring, 
environmentally protected with an O-ring. The switch/sensor type shall be 
Rhodium TTL Proximity Type rated 0.25A - 120VAC; 1A - 24VDC. A total of 
two (2) switches shall be included along with eight terminal points. All 
switches and terminals must be enclosed and marked for simple 
identification. - Seal Fittings are not required to this unit.
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Approvals:  
IECEx   II 2 G Ex d IIB +H2 T6 Gb      Ta = -40 C to +79 C,  IP66 / IP67  4X
ATEX II 2 D Ex tb IIIC T6 Db            Ta = -40 C to +79 C,  IP66 / IP67  4X

FM US   Cl. I, Div 1, Group B, C, D   Cl. II, Div 1, Groups E, F, G
               Ta = -40 C to +79 C,  IP66 / IP67  TYPE 4X
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* - FLAT COVER DIMENSION

Dimensions

** - LONG NAMUR = 1.28"

Top View Side View
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Series Cover Moniteur Bearing Shaft Switch   Quantity Conduit

Description

Shaft
Standard Shaft
Low Profile NAMUR 303 SS
NAMUR 303 SS

Switch Type
Rhodium TTL
Hermetically Sealed
Non-Contact 0.25A - 
120VAC; 1A - 24VDC
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Description

Series: Sentinel-S3

Cover
With Moniteur

Moniteur
0-100% Digital

Bearing
Bronze

Description

Switch Quantity

Conduit
(2) 3/4" F NPT

Code

2

0

Part Number Description 

M P B E T 2 0

P1 - 5/16-18 (4x) 2.25 sq
P2 - M6 x 1mm (4x) On 
             1.39 [35.3] sq
 

Two Threaded Mounting 
Patterns:  P1 and P2

SQ. BOLT PATTERN
M6 x 1.0mm ON 1.39 BOLT PATTERN (4X)

Current as of Feb 8, 2013 - subject to change without notice.
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