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   Indicators For 90 Degree Valves

‘Y’ ‘A’ ‘C’ 3-Way ‘O’ 3-Way ‘T’ 3-Way ‘F’ ‘R’ ‘G’ ‘B’ 0-100% Digital ‘P’
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   Indicators For 90, 120, 135 and 180 Degree Valves

4-Way ‘S’ 180 Degree T-port ‘1’ 180 Degree L-port ‘5’ 180 Degree L-port ‘6’  120 Degree PIG 

INDICATEUR

Superior Visual Valve Position 
Indicators 

The INDICATEUR and INDICATEUR DIRECT are 
superior visual valve position indicators for virtually 
any rotary operated valve. Each has a rugged 
design suited to withstand harsh plant 
environments and operations.  Two versions are 
available:

1 - The INDICATEUR DIRECT mounts directly to 
NAMUR actuators without a bracket (80 x 30mm 
patterns only).

2 - The INDICATEUR uses standard VPT shaft 
lengths and mounting patterns allowing use with 
virtually all types of pneumatic and manual 
actuators. 

Features Include:

 Clear Ektar cover offers optimum chemical 
resistance and strength and is environmentally 
sealed to prevent fogging or entry of contaminants.

 Careful material selection provides Moniteur's 
patented indicator a rated life of minimum  
1,000,000 cycles. 

 Materials of construction selected to excel in high 
vibration, corrosive and dirty environments, either 
indoors or outdoors.

 Indicator is fully adjustable to any valve or 
actuator.

 The industry's only "true" visual valve position 
indicators available for a wide variety of multi-port 
valves, adjustable to match the actual physical 
flow pattern of the valve.

 Molded from DuPont’s SuperTough Zytel Nylon for 
the ultimate in strength and corrosion resistance.

See “Indicator Options Brochure” For More Available  Indicators

INDICATEUR VPT
Visual Valve Position Indicator

INDICATEUR DIRECT

Moniteur

Red/Grn Digital ‘Q’
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Description

Series: Indicateur

Moniteur
With Indicator

Indicator Type (open/closed)
Black / Yellow (Standard)
Green / Red
Red / Green
0-100% Digital
3-Way Path O (90 degree)
3-Way Path T (90 degree)
3-Way Path F (90 degree)

Code

I

M

Y
A
C
P
O
T
F

Description

Shaft - Indicateur 
Standard 303 SS
Low Profile NAMUR 303 SS
NAMUR 303 SS

Shaft - Indicateur Direct
Delrin 

Mounting - Indicateur Direct 
(Only)
80 x 30 x 20
80 x 30 x 30

   Intelligent Part Number System

MI 0 0 0D-Y Z 1
Series Indicator Bearing Shaft Mounting

-

Code

1
5
E

D

-1
-2

Description

4-Way Path S (90 degree)
180 degree T-port
180 degree L-Port - OcOc
180 degree L-Port - OOcc
ANSI Green / White
ANSI Blue / White
ANSI Red / White

Bearing - Indicateur 
Bronze 
303 Stainless 

Bearing - Indicateur Direct
Zytel 

Code

S
1
5
6
G
B
R

B
S

Z

   Dimensions - Indicateur Direct

   Dimensions - Indicateur 

LONG 
NAMUR NAMUR STD.

A 0.156 0.156 0.249

B 1.28 0.62 0.53
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2.25 SQ

A
5/16-18 X .31 (4x)
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INDICATEUR VPT
Visual Valve Position IndicatorMoniteur
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